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Resene Wall and Ceiling Matt 
Waterborne matt wall paint 
Interior 

  

Technical Data Sheet D344 V1-6-26   
This data sheet replaces  

all previous issues 
 
 
Resene Wall and Ceiling Matt is designed for interior walls and ceilings, delivering a smooth, matt finish.  
Formulated for easy application, it levels well for an even look and its matt finish helps minimise the 
appearance of minor surface imperfections. With low odour and easy clean-up, it’s ideal for living areas, 
bedrooms, hallways and other general interior spaces where a clean, contemporary matt finish is desired. 
 
________________________________________________________________________________________________ 
 
 
 
Typical uses 
 

• Wall and ceiling linings 
• Plasterboard 
• Concrete  
• Plywood and MDF wall linings 
 
Performance 
 

• Matt finish minimises the appearance of minor surface imperfections.  
• Easy to clean up 
• Low odour 

 
 

Limitations 
 
• Do not apply at temperatures below 10°C or when temperatures are liable to drop below this during the drying 

period. Drying is slowed by low temperatures and high humidity. Do not apply under damp conditions. 
• Not for use on opening sashes and doors.  
• Do not use in wet areas such as bathrooms and kitchens. 
 

 
 

________________________________________________________________________________________________ 
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Physical properties 
 
 

Vehicle type Acrylic 
Pigmentation Titanium Dioxide 
Solvent Water 
Finish Matt 
Colour Whites and off whites 
Abrasion resistance Good 
Solvent resistance Good 
VOC Level 10.4 grams per litre  

 
Surface preparation 
 
This product may be used to paint a wide variety of surfaces. If the surface you propose to paint is unsound or not 
referred to in this document, refer to our website for comprehensive recommendations, alternatively contact your local 
Resene ColorShop or reseller for advice. 
 
General 
Clean down thoroughly to remove all dirt, dust and loose material. Ensure the surface is free from oil, grease and mould. 
Sand to a smooth finish and dust off. Remove oil and grease using a suitable household cleaner or degreaser (e.g. Jif or 
equivalent). If mould is present, treat with Resene Moss & Mould Killer (refer to label instructions and Data Sheet D80). 
Remove the source of any staining. Fill cracks and holes in interior walls before sealing. 
 

 
Before applying any coating ensure the surface is clean and dry. Refer also to Resene Surface Information and 
Preparation Data Sheet (SIPDS) for Interior Wallboards, Timber and Concrete as appropriate. 
 

     
 SIPDS No. 1  SIPDS No. 2  SIPDS No. 3 
 Interior Wallboards          Timber       Concrete 
 
 
________________________________________________________________________________________________ 
 
 
Priming 
 
 

Plasterboard 
Seal plasterboard and stoppings with Resene Broadwall Wallboard Sealer in dry areas (refer to label instructions and 
Data Sheet D403). Resene Sureseal (Refer to label instructions and Data Sheet D42) should be used where 
plasterboard has yellowed due to prolonged exposure to sunlight, or for priming fibrous plaster.  
 
Plywood  
Prime timber and plywood linings with Resene Quick Dry Primer (refer to label instructions and Data Sheet D45). Prime 
bare interior cedar and tannin containing timbers with Resene Enamel Undercoat (refer to label instructions and Data 
Sheet D44). 
 
Concrete and Cementitious Surfaces 
Prime Concrete and Fibre Cement with Resene Quick Dry Primer. If staining is present, prime with Resene Sureseal. 
 

https://www.resene.co.nz/archspec/datasheets/d80-Moss-&-Mould-Killer.pdf
https://www.resene.co.nz/archspec/datasheets/SIPDS-No-1-Interior-Wallboards.pdf
https://www.resene.co.nz/archspec/datasheets/SIPDS-No-2-Timber.pdf
https://www.resene.co.nz/archspec/datasheets/SIPDS-No-3-Concrete.pdf
https://www.resene.co.nz/archspec/datasheets/d403-Broadwall-Sealer.pdf
http://www.resene.co.nz/archspec/datashts/d42_Sureseal_Sealer.pdf
https://www.resene.co.nz/archspec/datasheets/d45-QuickDryPrimerUndercoat.pdf
https://www.resene.co.nz/archspec/datasheets/d44-Enamel-Undercoat.pdf
https://www.resene.co.nz/archspec/datasheets/d44-Enamel-Undercoat.pdf
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Repaints  
Spot prime all bare areas with the recommended primer shown for new work and proceed as for new work. 
 
________________________________________________________________________________________________ 
 
 
Application 
 

 
1. Prepare and prime as above.  
2. Apply two coats of Resene Wall and Ceiling Matt in your chosen colour, allowing 2 hours dry time between coats. A 
third coat may be needed over dark colours. 
 
Apply using a quality synthetic-bristled brush (such as a PAL Legend Brush), Resene PAL No.1 or No.7 roller, or by 
spray.  
 

 
Apply by Brush, speed brush, roller (Resene PAL roller sleeve No.7) or spray 
Typical coverage 12-14 sq. metres per litre 
Dry film thickness 30 microns at 12 sq. metres per litre 
Dry time (minimum) 45 minutes at 20°C 
Recoat time (minimum) 2 hours at 20°C  
Usual no. of coats 2. A third coat may be needed over dark colours. 

 
 
Thinning 
In hot conditions thin with up to 5% Resene Hot Weather Additive to slow drying. 
 
Clean Up and Product Responsibility 
Clean up with water. 
 
See online for guidance on cleanup and disposal without polluting the environment. 
Return any unwanted product or packaging to the PaintWise recycling service (NZ) or Paintback (AU). 
 
 
________________________________________________________________________________________________ 
 
 
Precautions 
 
 

• Coverage may vary depending on substrate, colour, application technique and weather/temperature conditions. 
• Maintain good ventilation throughout the drying and post application curing period to ensure the paint is properly 

cured. This may require use of an extraction system when painting in marginal painting conditions. Do not use gas 
or diesel burners to heat the coated area as these produce water that will inhibit drying and curing. Poor ventilation 
may affect appearance and performance.   

• Sanding dust can be harmful. Always wear appropriate protection.  
• Seek expert advice if working with lead, chromate or asbestos based materials or surfaces. 
• Follow manufacturer’s instructions when overcoating sealants and fillers. 
• When using multiple packs of this product, intermix or box them before use. Resene does not accept any 

responsibility for the application of incorrect colours or products. 
• Before proceeding, confirm that the substrate and planned preparation are as recommended for this product and 

the colour is as selected. 
 
 
 
 
 
 

https://www.resene.co.nz/products/labels/Hot-Weather-Additive.pdf
https://www.resene.co.nz/homeown/how_to_diy/paint-cleanup-and-disposal.htm#paintwise
https://www.resene.com/paintwise.php
http://www.paintback.com.au/
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In Australia 

www.resene.com.au 
Call 1800 738 383 

or email advice@resene.com.au 

 
 

 
In New Zealand 
www.resene.co.nz  
Call 0800 RESENE (737 363) 
or email advice@resene.co.nz 
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Please read the current Data Sheet and Safety Data Sheet before specifying or applying Resene products. 

View Product Data Sheets and Safety Data Sheets with VOCs online at www.resene.com/datasheets. If in doubt contact Resene. 

 
Read the current Safety Data Sheet before specifying or using Resene products. Resene Technical Data Sheets are 
updated from time to time. This Technical Data Sheet is provided as a guide for this product and may differ from the 
most recent version. Please discuss your project with your Resene Technical Representative, local Resene ColorShop 
team or reseller to ensure you have the right products to give you the best quality finish for your specific project. 
 
Safety Data Sheet (SDS) 
 

Read the Safety Data Sheet before use, visit www.resene.com/datasheets. 
 

http://www.resene.com.au/
mailto:advice@resene.com.au
http://www.resene.co.nz/
mailto:advice@resene.co.nz
http://www.resene.com/datasheets
http://www.resene.com/datasheets
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