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Resene Smooth Surface Sealer 
Waterborne adhesion primer 
Interior 

  

Technical Data Sheet D47a V1-8-26   
This data sheet replaces  

all previous issues 
 
 
Resene Smooth Surface Sealer is an adhesion primer/sealer developed for difficult to coat surfaces, 
including smooth and dense substrates. In some situations, it can replace expensive pre-treatments. 
Smooth Surface Sealer is waterborne, fast drying, easy to apply and compatible with a wide range of 
topcoats. 
________________________________________________________________________________________________ 
 
 
 
Typical uses 
 

• Glass 
• Ceramics 
• Polyurethaned and varnished surfaces 
• Fibreglass 
• Laminated surfaces (Melamine® and Formica®) 
• Baked Enamels 
• Most glazed surfaces 
 
Performance 
 

• Low odour 
• May be overcoated within two hours with waterborne topcoats 
• An Eco Choice Aotearoa approved product 
• Has good coverage and hiding 

 
 

Limitations 
 
• Resene Smooth Surface Sealer needs approximately five days to achieve good early adhesion and will continue 

curing for a further three weeks. While it is curing, the surface will be susceptible to damage from cleaners and 
abrasion.  

• Resene Smooth Surface Sealer might not adhere to all plastics. A test patch is recommended. 
• Resene Waterborne Smooth Surface Sealer is not designed to give long-term exterior protection without 

overcoating. Durability of up to three months may be expected in mild marine conditions or better. 
• Not suitable for application at temperatures below 10°C or when temperatures are liable to drop below this during 

the drying period. Drying is slowed by low temperatures and high humidity. Do not apply under damp conditions. 
 

 
 

________________________________________________________________________________________________ 
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Physical properties 
 
 

Vehicle type Auto oxidative 
Pigmentation Titanium Dioxide/chemically resistant extenders 
Solvent Water 
Finish Low Sheen 
Colour Off-white 
Abrasion resistance Good 
Solvent resistance Good 
VOC Level <10 grams per litre  

 
Surface preparation 
 
This product may be used to paint a wide variety of surfaces. If the surface you propose to paint is unsound or not 
referred to in this document, refer to our website for comprehensive recommendations, alternatively contact your local 
Resene ColorShop or reseller for advice. 
 
General 
Ensure surfaces to be coated are in sound condition, dry, free from dirt, dust, grease, oil, salt and mould. Clean interior 
surfaces with an appropriate cleaner (e.g. Jif® or equivalent) to remove grease and oil paying particular attention to 
hand contact areas. Clean exterior surfaces with Resene Paint Prep and Housewash (refer to label instructions and Data 
Sheet D812). If mould is present, treat with Resene Moss & Mould Killer (refer to label instructions and Data Sheet D80). 
Remove the source of any staining. For best adhesion, sand the surface to profile with 220 grit sandpaper and wipe 
down with a damp cloth to remove sanding dusts.  
 

 
Before applying any coating ensure the surface is clean and dry. Refer also to Resene Surface Information and 
Preparation Data Sheet (SIPDS) for Timber and Miscellaneous Substrates as appropriate. 
 

   
 SIPDS No. 2   SIPDS No. 5 
 Timber     Miscellaneous Substrates  
 
________________________________________________________________________________________________ 
 
 
Application 
 
1. Stir well with a wide flat stirrer.  
2. Apply one full coat. As an adhesion primer, this is best applied as a relatively thin film. Light bubbling may occur 
with some rollers and may require laying off.  
3. Do not apply multiple coats. 
 
Apply using a quality synthetic-bristled brush (such as a PAL Legend Brush), speed brush, roller or spray. 
 

 
Apply by Brush, speed brush, roller (Resene PAL roller sleeve No. 1 or No.7) or spray 
Typical coverage 12 sq. metres per litre.  
Dry film thickness 30 microns at 12 sq. metres per litre 
Dry time (minimum) 15 minutes at 20°C 

Recoat time (minimum) 

2 hours at 20°C 2 hours at 20°C when overcoating with waterborne products.  
12 hours at 20°C when overcoating with solventborne products.  
If topcoating with Resene Protective Coatings (e.g. Resene Uracryl) 
Undercoat with Resene Quick Dry Primer and allow to dry for 48 hours before 
topcoating. 

Usual no. of coats 1 

https://www.resene.co.nz/archspec/datasheets/d812-Paint-Prep-Housewash.pdf
https://www.resene.co.nz/archspec/datasheets/d812-Paint-Prep-Housewash.pdf
https://www.resene.co.nz/archspec/datasheets/d80-Moss-&-Mould-Killer.pdf
https://www.resene.co.nz/archspec/datasheets/SIPDS-No-2-Timber.pdf
https://www.resene.co.nz/archspec/datasheets/SIPDS-No-5-Miscellaneous.pdf
https://www.resene.co.nz/archspec/datasheets/SIPDS-No-2-Timber.pdf
https://www.resene.co.nz/archspec/datasheets/SIPDS-No-5-Miscellaneous.pdf
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In Australia 

www.resene.com.au 
Call 1800 738 383 

or email advice@resene.com.au 

 
 

 
In New Zealand 
www.resene.co.nz  
Call 0800 RESENE (737 363) 
or email advice@resene.co.nz 
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Please read the current Data Sheet and Safety Data Sheet before specifying or applying Resene products. 

View Product Data Sheets and Safety Data Sheets with VOCs online at www.resene.com/datasheets. If in doubt contact Resene. 

 
 
 
Thinning 
In hot conditions thin with up to 5% water. 
 
Clean Up and Product Responsibility 
Clean up with water. 
 
See online for guidance on cleanup and disposal without polluting the environment. 
Return any unwanted product or packaging to the PaintWise recycling service (NZ) or Paintback (AU). 
 
 
________________________________________________________________________________________________ 
 
 
Precautions 
 
 

• Maintain good ventilation throughout the drying and post application curing period to ensure the paint is properly 
cured. Poor ventilation may affect appearance and performance.   

• Sanding dust can be harmful. Always wear appropriate protection.  
• Before proceeding, confirm that the substrate and planned preparation are as recommended for this product and 

the colour is as selected. 
• If trialling to confirm compatibility with a substrate, allow a minimum of three weeks for full cure and adhesion to 

develop before making a final assessment. 
 

 
________________________________________________________________________________________________ 
 
 
Read the current Safety Data Sheet before specifying or using Resene products. Resene Technical Data Sheets are 
updated from time to time. This Technical Data Sheet is provided as a guide for this product and may differ from the 
most recent version. Please discuss your project with your Resene Technical Representative, local Resene ColorShop 
team or reseller to ensure you have the right products to give you the best quality finish for your specific project. 
 
Safety Data Sheet (SDS) 
 

Read the Safety Data Sheet before use, visit www.resene.com/datasheets. 
 

http://www.resene.com.au/
mailto:advice@resene.com.au
http://www.resene.co.nz/
mailto:advice@resene.co.nz
http://www.resene.com/datasheets
https://www.resene.co.nz/homeown/how_to_diy/paint-cleanup-and-disposal.htm#paintwise
https://www.resene.com/paintwise.php
http://www.paintback.com.au/
http://www.resene.com/datasheets
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