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Build  Tool organiser Tool organiser  Build

repurpose an old pallet into freestanding storage for your shed or garage.

Words & Photos KLaUdia KrUpa 

Tool Organiser
step 1 Stand your pallet on its side with the slats 
running horizontally and the side with fewer slats 
facing forward. Cut off the top of the pallet, just 
under the top front-facing slats.

step 2 Lay the pallet down on its back (the side with 
the most slats). Screw the removed top of the pallet 
to the bottom of the pallet to create a low shelf. Use 
this space to stand heavier tools, such as axes.

step 3 remove a slat from the back of the pallet and 
cut it in half. Screw each half onto the base of the 
pallet, aligning each half to the back corners of the 
base, to create two feet that stick out at the front. 

step 4 Sand down any extra rough or dirty spots 
and apply two coats of resene Lumbersider in 
your choice of colour. allow each coat to dry.

step 5 work out where you want each of your 
long tools to stand in the pallet and drill a hole in 
the top slat, one on each side of where the tool 
handles will stand. Slot a dowel into each hole to 
hold the tool in place. Use wood glue to secure 
the dowels if it isn’t a tight fit.

step 6 Screw various hooks and clips into position 
on the front and sides of the pallet as needed to suit 
your collection of tools.

step 7 Move the pallet into position and enjoy 
organising your garden tools by standing and 
hanging them in their place.

For more on paints and stains, phone 0800 Resene 
(0800 737 363) or visit your Resene Colorshop 
resene.co.nz/colorshops

You will need
Materials
• 38mm long dowels 

(we used 12) 
• Hooks and clips of your 

choice
• pallet
• resene Lumbersider 

tinted to your choice 
of colour (we used 
resene amulet)

• Screws
• wood glue

Tools
• drill 
• drill bit to match your 

dowel width
• paintbrush
• Sandpaper
• Saw
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brought to you byresene amulet

The lower front slats 
mean you don’t 
need to lift your 

tools too high when 
you get them out.


