Emulsifiable Solvent Cleaner

**Equipment**
Stillfibre scrubbing brush or broom, steam cleaning or waterblasting equipment. Safety glasses with side shields, protective clothing and gloves (neoprene or butyl rubber).

**Directions**
Protect skin and eyes at all times with approved safety equipment.

1. Apply a heavy coat to all areas to be degreased.
2. Allow a contact time of 5-15 minutes, cleaning is aided by scrubbing surface, especially if surface is pitted.
3. Rinse surface by steam cleaning, waterblasting, or by hose and scrubbing.
4. If oil, grease or tar deposits remain, repeat the above procedure.
5. Allow degreased surface to dry thoroughly if painting.

Be PaintWise
For tips on minimising the impact of your decorating on the environment see the Resene website.

**WARNINGS**
Read label before use. Keep out of reach of children. Causes skin irritation. Causes serious eye irritation. May cause drowsiness or dizziness. May be fatal if swallowed and enters airways. Toxic to aquatic life with long lasting effects.

**PRECAUTIONS**
DO NOT BREATHE FUMES/MISTS/SPRAYS/VAPOURS. USE WITH ADEQUATE VENTILATION. DO NOT EAT, DRINK OR SMOKE WHILE WORKING. Always wear appropriate protective equipment as required. Keep away from heat/sparks/open flames/hot surfaces. No smoking.

**INHALATION**
Remove to fresh air. IF BREATHING DIFFICULT GET MEDICAL ATTENTION IMMEDIATELY.

**FIRST AID**
IF SWALLOWED: Rinse mouth. Immediately call a POISON CENTRE or doctor/physician.

IF ON SKIN (or hair): Remove/take off all contaminated clothing and wash before re-use. Wash skin with plenty of soap and water/blood. If skin irritation or rash occurs get medical advice/attention.

IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses, if present and easy to do so. Continue rinsing.

IF IN CASE OF FIRE:
Use foam, CO₂, dry chemical for extinction.

**FLAMMABLE LIQUID AND VAPOUR**
Keep away from heat/sparks/open flames/hot surfaces. No smoking.

**UN NO. 1263 – PAINT RELATED MATERIAL**
For further painting advice and information, call 1800 738 383 (AUST), 0800 737 363 or visit the Resene website.