Resene Quick Dry End Seal provides long-term flexibility over unstable substrates coupled with exceptional durability even when left uncoated for prolonged periods.

**Preparation**
- Ensure all end grains and bare timber areas substrates to be coated are in sound condition, dry, free from dirt, dust, loose material, oil (including mineral oil based wood finishes or similar) and salt.
- Remove accumulated windblown salt by washing with Resene Paint Prep and Housewash (see Data Sheet D812).
- Waterblasting is the best surface preparation prior to painting of weathered cementitious surfaces.
- If mould is present, treat with Resene Moss & Mould Killer (see Data Sheet D80). Efflorescence on masonry must be treated (see Data Sheet D83).
- Wherever oil and grease are present, ensure the surface is thoroughly cleaned using Resene Paint Prep and Housewash. Flush clean with water.
- Round all sharp timber edges. Any bare timber surface that has been left exposed to the weather for more than one week must be thoroughly sanded or treated with Resene TimberLock (see Data Sheet D48).
- All sanding dusts may be harmful and appropriate protection must be worn. In particular dusts from old lead or chromate based paints or old building materials containing asbestos may be injurious to health if inhaled or ingested. Seek expert advice if the presence of these materials is suspected.

**Application**
- Apply one or two coats of Resene Quick Dry End Seal allowing at least two hours between coats. Lightly sand between coats.

**Overcoating**
- Required if sealed ends are fully exposed to weathering. Can be overcoated with two coats of a range of Resene exterior waterborne and solventborne topcoats.

**Be PaintWise**
For tips on minimising the impact of your decorating on the environment see the Resene website.

In Australia:
Resene Paints (Aust) Limited
7 Production Ave, PO Box 924, Beenleigh, Qld 4207
Phone 1800 738 383 Fax 1800 064 960
Email advice@resene.com.au or visit www.resene.com.au

In New Zealand:
Resene Paints Limited
Vogel Street, PO Box 38242, Wellington Mail Centre, Lower Hutt 5045
Phone (04) 577 0500 Fax (04) 577 0600
Email advice@resene.co.nz or visit www.resene.co.nz

Manufactured under a quality system certified as complying with ISO9001 by Telarc SAI, an accredited certification body. This product complies with all the requirements of an APAS Paint Specification. Refer to the APAS Specification list on the Resene website for full details. Printed using de-inkable toners for recycling with no solvent emissions.