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ΧΧΧto overview the basics of wood and its
structure, and timber protection buy use of
coatings, during which we will look into the
performanceand what to expectduring the life
of that coating.
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Heartwood
Sapwoodthat hasbeenclogged
with resins,gumsandother
extractives. Supportsthe tree.

Sapwood
Thepart of the wood throughwhichmineralsand
water aretransportedfrom the leavesandroots.
Thisareaalsostoresnutrientsandhelpssupport
the tree structure.

Growth Ring
A ring that ismadeup of both
the Earlywood& Latewood,
indicatingoneyearsgrowth.
Eachyearmorewood isadded
to the tree andanotherring
will be produced.

Pith
Thesmallcoreof pulpycellmaterial,
whichstoresandtransportsnutrients
throughout the tree.

Bark
Outercoveringof the tree
that providesinsulationagainst
temperatureextremesand
helpskeepthe woodfrom
dryingout.

Ray
Tubethat carriesnutrients
through the woodandcan
alsobeusedasa store.

Phloem
Layerbetweenthe Barkandthe Sapwoodthat actsasa food (sap)
Andgrowth hormonesupplyline from the leavesto the rest of the tree,
throughchannelsto the branches,trunk androots.

Cambium
Thereproductivelayer,that producesnewtissue
to both the PhloemandSapwood,helpsto add
to a newgrowth ring/layer.

Inside the tree



Softwood vs Hardwood



Earlywood VS Latewood

Earlywood
Latewood

Earlywood (spring growth) is
more open and easier to
penetrate, however Latewood
bands (summer / autumn) are
smaller and denser so less
penetration.

Even during processing to
achievea BandSawnfinish, the
Latewoodareasdo notάƭƛŦǘǳǇέ
like that of the earlywood
areas, leaving bands of dense
anddifficult to penetratecells.



Cutting the Log



Flat / Half Sawn

Rift Sawn

Quarter SawnGrowth rings intercept 
the surface.

Growth rings up to 30° to board face.

Growth rings running
up or down relative to
the board face.

Flat / Half Sawn

Growth rings > 60° to 90° to board face.

Quarter Sawn

Growth rings intercepting
the edge giving irregular
shapes.

Growth rings running
parallel to the board 
edges.

Growth rings > 30° to 60° to board face.

Rift Sawn

Growth rings parallel 
to the board face.

Growth rings running
parallel to the board 
edges.



Timber & Movement



Tangential cutςmovement  (expansion and shrinkage)
greatest along the growth rings

Radial cut- movement 
least across the growth rings

Little shrinkage 
along the length



Timbers natural moisture contentvaries during the year and as an 
example for pine it can vary from 11% to 18%summer to winter.

6 %

1½ %
9½ %



NOTE:

Tangential shrinkage across a flat-sawn

board face is almost twice the radial

shrinkage across a quarter-sawn board.

An example, there is 1% movement for

every 3% change in EMC below 30%, so

in Auckland that would mean a 140 mm

wide ½sawn board could shrink 2.8mm



Bow Is a curve down the length of the timber face.
Crook A curve along the edge of the time side.
Kink A small crook in on a small part of the timber length, usually due to a knot.
Cup A curve along the face of the timber.
Warp A twist in the wood, from one end to the other.



Timber Cell Penetration



Polymers are large molecules (irrespective of whether they are

dissolved in organic solvent, water or in dispersed form) and thus

cannot diffuse through intact cell walls, whereas some solvents or oils

are generally small molecules and can move through the cell walls.

When coatings are applied to timber the solvent/water quickly

penetrates the cells and cell walls leaving behind the polymer in the

outer layers.

Mechanical damage to the timber surface that disrupts deeper wood cells 

will therefore aid polymer penetration





Penetration of Stains / Oils



The outer bark helps protect the tree 

from the effects of the environment, 

especially UV light that can cause 

break down of the timber cells.

Once milled and turned into building 

materials the inner timber, heart wood and 

sap wood that were safely protected by the 

bark are now exposed to the effects of the 

environment.

So to help protect the timber from the environment, we need to treat it and so we oil, stain or paint the timber.



Coating Options

1. Do Nothing

2. Oil it with a Vegetable Oil ςclear and coloured

3. Oil it with a Mineral Oil ςclear and coloured

4. Stain it with a Film forming stain ςcoloured

5. Stain it with a Penetrating Stain ςcoloured

6. Polyurethane it ςclear or slightly coloured

7. Solid Paint 



What are we trying to do?



Protection Options

It is important to understand each option has its pros and 
cons and it is up to the customer / owner / specifier to fully 
understand the properties of what option that they choose.



1. Do Nothing

If we do nothing then the timber will be exposed

to the elements. The UV will break down parts

of the wood cells weakening the fibres and

turning them grey. Rapid moisture uptake and

evaporation will cause excessive movement

resulting in checking, cracking and splitting of

the timber as well as helping with mould growth

and onset of other fungal attack. In a lot of

cases the building code requires that you must

apply a treatment, e.g. stain or paint.

Pine                       Cedar



People oil a timber and think that they are keeping it alive. 

The wood is deadonce you cut the tree down.

Oil canhelp giveit a deeperglow andbring out the natural coloursof the timber
howevervegetableoils, (thosebasedon plantse.g. linseedoil, rapeseedoil, flax
seedoil) canactasfeedstockfor moulds.

To try andover comethis issuethey are more refined andhavefungicidesadded
to them howevernothinglast foreverandthesebreakdown.

Additionally these oils dry by oxidation and over time form a type of hard film
whichcancrackandsplit allowingwater in.

Usuallyused in a clear natural finish or sometimeswith pigmentsto help with
reducingUVdamage.

Durability:  ~ 6 months ς1 Year

2.  Oil it with a Vegetable Oil ςclear or  semi transparent coloured





Linseed Oil + fungicides                            Soya Bean Oil + fungicides

Pine

Cedar



3.  Oil it with a Mineral Oil ςclear and coloured ςsemi transparent

Mineraloilsarepetrochemicalbased. TheyarehighlyrefinedoilswhichneverάŘǊȅέ.
Theadvantageof this is that they penetrateinto the timber cell structure(givingthe
appearanceof the surfacebeingdry) andprovidesomemoistureresistancemaking
the timber more dimensionallystable. For this reasonarchitectsand cedar timber
supplierslike to usemineraloils. Thisoil hasadditionalfungicidesto help the wood
resistsomemould growth and alsoa very smallamountof a resinto help hold any
colourpigmentson the surfaceof the timber (if tinted/coloured).

Usedin its clearform or tinted with colourpigmentsto offer someresistanceto the effectsof UV.
Acommonbrandis the Wood-X(madeby Resenefor HermanPacific/ Wood-XLimited)

ÅLƳǇƻǊǘŀƴǘ ƴƻǘŜΩǎΣ 

Typically, can only be overcoated with itself as it does not generally accept stains or paints over the top, 
as it is a  non-drying oil.

For application there can be a 6 ς20 weeks between each application, as it needs to penetrate into the 
timber before you put another coat.

Durability: Outer faceof timber ~18ς24 months and longer in someenvironmentsand internally
within the timber.



Wood Oils give a beautiful glow to timber when applied and slowly weather over time.

Wood-X               other              Wood-X                      other   



4.  Stain it with a Film Forming Stain ςsemi transparent

Prior to the development of the Woodsman and other semi-transparent penetrating oil 
ǎǘŀƛƴǎΣ ǘƘŜ ƳŀǊƪŜǘ ǿŀǎ ǎǳǇǇƭƛŜŘ ǿƛǘƘ άCƛƭƳ CƻǊƳƛƴƎ {ǘŀƛƴǎέΦ 

An example of a common film forming stain (Traditional Timber Stain) in the hey day 
was Gold-X NF-11, and in fairness most other brands of Timber Stain were similar.

These stains were semi transparent and were based on oils, such as, refined linseed oil, 
ŦǳƴƎƛŎƛŘŜǎ ŀƴŘ ŎƻƭƻǳǊŜŘ ǇƛƎƳŜƴǘǎΦ ²ƘŜƴ ŀǇǇƭƛŜŘ ǘƘŜȅ ŘƛŘ ƴƻǘ ǊŜŀƭƭȅ άǇŜƴŜǘǊŀǘŜέ 
instead they sat on top of the timber and formed a film. 

Flaking caused an issue for preparation and re-staining, as how do you prepare a 
coating that has areas flaking and areas, while not peeling at present but also has 
damaged fibres underneath it?

¢ƘŜ ǎŀƳŜ Ŏŀƴ ōŜ ǎŀƛŘ ƻŦ ƳƻǊŜ ƳƻŘŜǊƴ ƻŦŦŜǊǎ ŦǊƻƳ ƻǘƘŜǊ Ǉŀƛƴǘ ŎƻƳǇŀƴȅΩǎ ƻƴ ǎƻ ŎŀƭƭŜŘ 
ά/ƭŜŀǊ ƻǊ /ƻƭƻǳǊŜŘ {ŜƳƛ ¢ǊŀƴǎǇŀǊŜƴǘέ ŦƛƭƳ ŦƻǊƳƛƴƎ ŎƻŀǘƛƴƎǎ ǘƘŀǘ ŀǊŜ ŦŀƛƭƛƴƎ ōȅ ǘƘŜ ǎŀƳŜ 
mode

Durability:  2 ς5 Years and longer in sheltered faces.



Some UV Light penetrating through the coating to 

the base timber

Film forming coating

Base Timber

Some UV Light being absorbed by UV absorbers



5. Stain it with a Penetrating Stain  ςsemi transparent

More natural looking stains,which have subsequently gained wide popularity 
over the last few decades.

The penetrating stain is designed to penetrate, (where possible) into the very top 
cell layer of the timber and does not form an actual film (as in varnish, traditional 
timber stain or paint film). 

The oils within it penetrate into the outer call layer of the timber, the pigments sit 
on top of the timber. Additionally fungicides help offer resistance to moulds etc 
and in some cases waxes are added to offer additional water repellence 
properties. 

While the penetrating stain types do not last as longas theearlier film forming 
type stains, as their break down is bysurfaceerosion, the trade off is 
that penetrating type stainsare considerably cheaper (material and labour costs) 
and quicker toreapply, with minimal surface preparation required beforehand.

Durability:  2 summers 18 ς24 months and longer in sheltered faces 



Note: The following affects are the same for Penetrating Oils or Stains





Dressed (Smooth)                                  Band Sawn

2 Coats             1 Coat                   2 Coats               1 Coat



Latewood bands are very dense. 

Stain will not penetrate as much in 

this area of the timber. Therefore 

penetrating type stains sit onto of this 

area and will weather off before the 

softer Earlywood, more  porous 

bands of the grain.



North face ïexposed          West face ïless  

exposed

Note: The following affects are the same for Oils or Stains



1 coat 2 coats

Colouraffectςgraincut

Colouraffectςtimber colour

Colouraffectςpoor application/ overlap



Dressed Bandsawn Plywoodςearly& latewood



6.  Polyurethane it ςclear finish

If we place a clear coating over the timber (for exterior application/exposure) then the ultra violet 
radiation (UV) from the sun can penetrate the clear film and cause damage to the Lignin within 
the timber cell and thus weaken and breakdown the structure of the timber itself.

Ways to try and reduce this damage have been to put UV absorbers into the clear coatings and 
then apply many coats in an effort to try and build up, from a cross sectional point of view, the 
ŀƳƻǳƴǘ ƻŦ ¦± ŀōǎƻǊōŜǊǎ ŀǾŀƛƭŀōƭŜ ǿƛǘƘƛƴ ǘƘŜ ŦƛƭƳ ƳŀǘǊƛȄΦ Lƴ ǎƻƳŜ ŎŀǎŜǎ ŀŘŘƛǘƛƻƴǎ ƻŦ άǘǊŀƴǎ-ƻȄƛŘŜέ 
pigments (yellow in appearance) have also been used to help with this. 

Though they do work, they do not stop all the UV and breakdown over time will still occur, 
resulting in splitting, cracking and peeling as with the Film Forming Stains previously mentioned.

Durability:  5hbΩ¢ 5h L¢~1 ς2 Years and longer in sheltered faces.





7.  Solid Paint

Pigmented paints provide a solid film with the pigments making them opaque 
to UV light therefore protecting the timber from the damaging effects of the 
¦±Ωǎ ŘŀƳŀƎƛƴƎ ŜŦŦŜŎǘǎΦ 

Additionally if using a white or light coloured paint then you can also get the 
addition of some reflection of the heat carrying / generating IR light 
(inferred), helping to keep the timber cool and thus reduced temperature 
changes, resulting in less  dimension movement, resulting in better long term 
durability.  

Sharp edges need to be removed from timber to reduce the paint film from 
pulling back during application (when the paint is wet) and the right thickness 
is applied so as to ensure that the then dried paint film can move and flex 
with the timber. 

Additional to this and a rule of thumb the more gloss the better the flexibility 
of the paint film. 

Durability:  7 ς10 years and longer in sheltered faces 



Solid Paint 

Base Timber

UV Light being reflected off

Slows water vapour 

movement into the timber



Another look at exposure and breakdown



90°
<60°


